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AMENDMENTS TO THE CLAIMS 

1. (Currently Amended) A mobile communications device 
comprising: 

a non-directional antenna; 

a directional antenna; 

a transmitter/receiver section; 

a switch for switching states of connection between the non- 
directional and directional antennas and the transmitter/receiver 
section; and 

a control circuit for controlling the switch, 
wherein the control circuit controls the switch based on a 
selection of one of a plurality of modes including a first mode for 
connecting the directional antenna to the transmitter/receiver 
section if voice communication is being performed, a second mode 
for connecting the non-directional antenna to the 
transmitter/receiver section regardless of whether voice 
communication is being performed, and a third mode for connecting 
the directional antenna to the transmitter/receiver section 
regardless of whether voice communication is being performed . 

2. (Original) A mobile communications device as claimed in 
claim 1, wherein the control circuit controls the switch according 
to how the mobile communications device is being used. 
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3 . (Canceled) . 

4. (Original) A mobile communications device as claimed in 
claim 1 # 

wherein the control circuit controls the switch according to 
how the mobile communications device is being used and according to 
strength of a signal being received by the transmitter/receiver 
section. 

5. (Original) A mobile communications device as claimed in 
claim 1, 

wherein the mobile communications device is a cellular 
telephone device. 

6. (Original) A mobile communications device as claimed in 
claim 5, 

wherein the control circuit controls the switch according to 
how the mobile communications device is being used. 

7. (Original) A mobile communications device as claimed in 
claim 6, 

wherein, when operation other than voice communication is 
being performed, the switch connects the non- directional antenna to 
the transmitter/receiver section and, when voice communication is 
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being performed, the switch connects the directional antenna to the 
transmitter/receiver section. 

8. (Currently Amended) A mobile communications device et& 
claimed in claim 6, comprising: 
a non-directional antenna; 
a directional antenna; 
a transmitter/receiver section; 

a switch for switching states of connection between the non- 
directional and directional antennas and the transmitter/receiver 
section; and 

a control circuit for controlling the switch, 
wherein the mobile communications device is a cellular telephone 
device having a body, 

wherein the mobile communications device further comprises a 
loudspeaker for outputting sound and a touch sensor provided in a 
portion in the body where the loudspeaker is arranged, and 

wherein, when the touch sensor is sensing touch, the switch 
connects the directional antenna to the transmitter/receiver 
section and, when the touch sensor is not sensing touch, the switch 
connects the non-directional antenna to the transmitter/receiver 
section. 
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9. (Original) A mobile communications device as claimed in 
claim 5, 

wherein the control circuit controls the switch according to 
strength of a signal being received by the transmitter/receiver 
section. 

10. (Original) A mobile communications device as claimed in 
claim 5, wherein the control circuit controls the switch according 
to how the mobile communications device is being used and according 
to strength of a signal being received by the transmitter/receiver 
section. 

11. (Original) A mobile communications device as claimed in 
claim 10, 

wherein, when operation other than voice communication is 
being performed or the strength of the signal being received is 
lower than a predetermined level, the switch connects the non- 
directional antenna to the transmitter/receiver section and, when 
voice communication is being performed and in addition the strength 
of the signal being received is higher than or equal to the 
predetermined level, the switch connects the directional antenna to 
the transmitter/receiver section. 
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12. (Original) A mobile communications device as claimed in 
claim 10, 

wherein the mobile communications device is a cellular 
telephone device having a body, 

wherein the mobile communications device further comprises a 
loudspeaker for outputting sound and a touch sensor provided in a 
portion in the body where the loudspeaker is arranged, and 

wherein, when the touch sensor is sensing touch and in 
addition the strength of the signal being received is higher than 
or equal to a predetermined level, the switch connects the 
directional antenna to the transmitter/receiver section and, when 
the touch sensor is not sensing touch or the strength of the signal 
being received is lower than the predetermined level, the switch 
connects the non-directional antenna to the transmitter/receiver 
section. 
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